n Mustang Parts Made From The

IGINAL

[ 'I'III.ING

Parts with a Built-In Ford Heritage

Left: 1965-66 Mustang vent window weather
stripping is being produced at Carpenters’ on the
same tool that made them for the FORD
assembly line. This tool makes 8 pairs at one
time. Raw rubber and metal inserts are placed
into the mold which is heated to 325° then with
220 tons of pressure.compresses the rubber into
e rubber remains in the mold for 8

allowing the forming and curing process
to oe6lr. We use a better rubber compound
_4Wan was originally used allowing us to make a
antee will fit

Reproductio
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L Tomd 2 Above: Daniel Carpenter pulls a newly made

. Original Tooling : 1968-70 Shelby taillight lens from the original

- o oL N Ford mold. In this process, automotive grade
. o e acrylic plastic is heated to 400° and then s ¢

Original Ford plastic injection molds used by injected into the mold cavity under 1,000 Ibs.

Daniel Carpenter Mustang Reproductions to produce P.S.I. of pressure. The molten plastic cools

1971-73 Mustang NASA hood scoop inserts. inside the mold for several minutes producing a

- :  top quality reproduction taillight lens guaranteed

Request a listing of available parts @ mail: ' to fit your classic Shelby Mustang.
dcmustang@vnet.net

3¢ Not affiliated with Ford Motor Company 4310 CONCORD PARKWAY SO.. CONCORD NC 28027




