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f you're considering adding

Nitrous to your ‘Stang, take a

couple of minutes to read the

following ten avoidable errors
regarding Nitrous. NitrousWorks has
graciously given us these tips, neces-
sary information for everyone who
uses Nitrous but especially helpful
for the enthusiast who's not so famil-
iar with the bottle of juice!

ONE:

Never heat a nitrous bottle with
anything other than an approved
bottle heater with the necessary
safety features. If a nitrous bottle is
overheated or heated too quickly a
catastrophic explosion can occur.

TWO:
Never attach the power leads of a 12-volt
nitrous bottle heater directly to a battery.

Always use a 12-volt power supply that
is active only when the ignition switch is
in the run position, thereby making it a
fail-safe installation.

THREE:

Never allow liquid nitrous to touch
your skin. Liquid nitrous has a temper-
ature of -1250F (-87.20C). Exposure to
nitrous will cause severe and perma-
nent frostbite.

FOUR:
Never inhale nitrous oxide. Inhalation can
cause suffocation and immediate death.

FIVE:

Never leave the nitrous bottle valve

open except when you are using it.

Leaving the valve open for extended
periods can damage the seals in the
nitrous solenoids.

Errorns

SIEX:

Do not exceed a bottle pressure of 1100
psi. Exceeding this pressure can cause
the engine to become excessively lean
resulting in costly engine damage.
Furthermore, higher pressures can also
damage the solenoid seals.

SEVEN:

Never assume that a stock fuel system

is sufficient to meet the needs of your
nitrous system and the engine. If a stock
fuel system cannot supply sufficient fuel
to the engine, the mixture will become too
lean and severe engine damage will occur.

EIGHT:

Never assume that fuel pressure at idle
and wide-open throttle are the same.
Regarding the latter, always check the
fuel pressure at wide-open throttle and
under load.

A NitrousWorks 500-hp, 8-nozzle racing system demaon-
strating its authority. Increased horsepower is developed by
the oxygen-rich nitrous and the quality of the atomization.
In this instance, the superior atomization is produced via
NitrousWorks” unigue PowerWing nozzles.
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The MaxPak bottle heater is thermostatically controlled for safety, and maintains an
optimal 85-degree temperature to keep the bottle pressure at 7000 to 1100 PSi.

NitrousWorks’ unique PowerWing noz-
zle is a patented and high-flow compo-
nent with a 1/8-inch threaded mounting
tip and ship-in jets. Nitrous is introduced
into the hemispherical cup at 1000 psi
where it changes from a liquid to a gas
and atomizes as it comes in contact with
pressurized fuel from the adjacent port.
Air traveling past the tip of the nozzle
creates an area of low pressure further
improving the atomization process.
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NINE:

Never use Teflon® tape on any plumb-
ing threads in a nitrous system. A loose
piece of tape could obstruct a solenoid
or jet orifice. Always use Teflon® paste.

TEN:

Never activate the nitrous system
without having the engine running.
Doing so may cause an explosion
during engine starting. MIT




